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HANGBO

PROFESSIONAL POWERTOOLS

WELCOME TO HANGBO

WeChat official account

Zhejiang Hangbo Power Tools Co., Ltd. is a professional
power tool enterprise integrating R&D, manufacturing and
sales which is located in Taizhou Economic Development
Zone of Zhejiang Province. With more than 25 years
exprience in manufacturing power tools, the main products
are rotary hammers,cordless hammers and demolition
hammers. The rotary hammers produced by this company
have always been the leader in the market. With the
increasing scale of the factory, there are various types of
rotary hammers, lithium rotary hammers and demolition
hammers. The products are well sold all over the world with
high precision, excellent quality and reasonable price.

@ BT WORLE

ZHEJIANG TOP EXPORT BRAND

Based on the tenet of "winning by quality" and the business
philosophy of "sincerity, dedication, pragmatism and
progress", we are committed to the development and
innovation of the company, and gradually establish a modern
enterprise system, and get the 1S09001 international quality
system certification, CCC Quality certification and also obtain
many professional certificates such as CE, GS, EMC and RoHs.
The production workshop implements 65 on-site
management, and has operational instructions and quality
requirements for each product to ensure product quality and
production consistency. We have established sales and
service networks all over the country. Some of our products
are sold well in the international market. We are favored by
customers and users with good reputation and excellent
service. The factory will continue to provide customers with
better services and better products, and work together with
the community to share harmony and prosperity with friends
all around the world. HANG to the future, and Bo is globally
friendly. That's what HANGBO means.
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1998-2023

NO.1 Factory

IMPROVING EXTERNAL AND INTERNAL
ENVIRONMENT, READY FOR NEXT
RAPID GROWTH

INTEGRATE AND MAXIMIZE ADVANTAGES
INNOVATION BREAK BOUNDARIES

The company has 3 plants and covers the areas more than 800
acres of land.

The production workshops implement 6S worksite
management. We make operation instructions and quality
standard for each product, thus to ensure the consistency of

quality to each products.

We have set up modern enterprise system and has passed the
certification of quality system 1509001 & CCC and got
CE,GS,EMC & ROHS Certificates.

amfori () BSCI

Trade with purpose NO.3 Factory
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W DURABLE
. . W CONVENIENT
B MULTIFUNCTIONAL

Rotary Hammer

ik AW | VIBRATION CONTROL oo

 NEW - /
PATENTSTRUCTURE 7 %, LONG-LASTING IWPAC
T URABLE
system
One button with 4 functions
@ Hammer drilling,Drilling,Chiseling,Chisel rotation
\

s _ EMBEDDED IN ALUMINUM s
Drill bit

Quick chuck

HANGBO' BORAY'

PROFESSIONAL POWERTOOLS PROFESSIONAL POWERTOOLS

Monthly production: 500,000 PCS

PROFESSIONAL ROTARY HAMMER MANUFACTURER

Forward
Reverse operation

CONTENTS

EﬂgMPANY 01 26 g—!lfl\Eyl MER 20-29 360 degree rota.tlng handle _
®  PAGE ®  PAGE for easy operation Variable speed control
LIION s 04-07 28 HAMMER 34 33 Lockonbutton /
® PAGE ®  PAGE for continuous drilling
HAMMER HAMMER
34 SERIES o 9A86-E11 30 SERIES o .Eé—E39 AW Z].A'H B'3090 AVT
HAMMER HAMMER (g W] safe (gul | Exchange | Dx)| Variable [[=q| Dual- A ol e
20 SERIES . E.‘%-E13 32 SERIES ° ﬂAQi-E43 ‘E:I(B)ﬁ"ﬁ-![gll\l HPREVE.I. HDEUATVYY @ (S;[l:tctyh Q | g:‘stemg {4} gpeed @ ﬁ‘suiation @l ga?eabl
HAMMER Performance -
22]24 SERIES o Sl v (B AVT mopeLs  RatedInputPower No-load Speed Impact Times ""F?:r‘"‘;tf_:izgy Optimum DrillingRange Net Weight COxrz:‘eHolesgge"mﬁmd
D26 MMER CHUCK HB-2690 seisrenrn 800W 0-1250r/min 0-4900Bpm 3.0J 6-18mm 2.6kg  26mm  13mm 30mm
SERIES 16-19 QUICK CHANGE 45 -
®  PAGE ®  PAGE HB-3090 scsreorn EBFed 900W 0-1200r/min 0-5100Bpm 3.3J 8-22mm 2.9kg 30mm 13mm 30mm

ICON INDEX

Symbolused in this product catalogue

Rotary Hammer
Variable speed type @ Safety clutch | Dual-insulation The instructions INDUSTRIAL GRADE

Hammer-head function %8  Four pits drill bits é, Portable case m Forward&Reverse
[1’: H P REVEL |-EI)EUATV\'Y
0o (B (Ben (O 8 Z1A-HB-3095 SRE

r : Impact Energy ; m i Max Hole Openin
Gs m:, (€ @ AVT mopeLs  RatedInputPower No-loadSpeed ImpactTimes Per Stroke Optimum DrillingRange NetWeight "€ e ﬁood
e et Certification mark

|

[ b
[

HB-2695 seisrenrn 800w 0-1250r/min 0-4900Bpm 3.0J 6-18mm 2.6kg  26mm  13mm 30mm

HB-2895 scisreorn EfiRd 850W 0-1300r/min 0-5100Bpm 3.2 6-20mm 2.9kg  28mm  13mm 30mm

‘ %" C: Aluminum cover HB-3095 seisaenes 900w 0-1200r/min 0-5100Bpm 33J 8-22mm 2.9kg  30mm  13mm 30mm

N2 M: Metal head HB-3295 sesneors 1000W  0-1300r/min 0-4900Bpm  3.3J 8-22mm 3.2kg  32mm  13mm 30mm
c M I I Aluminum insert -

HB-3495 seisrenrn R 1100W 0-1300r/min 0-4900Bpm 34) 8-22mm 3.4kg  34mm  13mm 30mm
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HANGEO

PROFESSIONAL

ROTARY HAMMER

FANILI-ION
HB-BL2210

EC

BRUSHLESS
MOTOR

21V Cordless Rota
EC

BRUSHLESS
MOTOR

HB-BL2815

Rated Voltage

21v

HANGBO

No-load Speed 0-1000r/min

Impact Times 0-4450Bpm

Impact Energy Per Stroke 3.2)

Optimum Drilling Range 6-18mm e

Battery 4.0Ah

Motor 5225

Max Hole Opening

Concrete 28mm

Steel 13mm E [:J
Wood 30mm Gé é’& (€ m " IE

HB-BL2003

Depth gauge Drill bit 4 Functions Brushless Motor Rubberhandle
Quick chuck Drilling,Hammer drilling,Chiseling Powerful,Stable Anti-vibration
freerotation chiseling

Comfortable grip

" ! Aas > N /
= ‘w M ) P
= e 2 " '

e, W ‘

B Built-in overload clutch to protect users from
twisting hands.

W 360°rotatable auxiliary handle, meets different
needs flexibly.

B Brushless motor provides stronger power.

B Electronic-battery-protection technology,
makes the output stable.

B High energy lithium-ion battery with a long-
lasting service life.

Forward
Reverse operation

Adjustable side handle
with metal depth limiter

Rated Voltage 21V

No-load Speed 0-1400r/min Li-ion Battery LED work-light Variable speed control
Impact Times 0-4500Bpm

Impact Energy Per Stroke 17J

Optimum Drilling Range 6-12mm e

Battery 4.0Ah m

Motor 4820 MoToR D hresveon emenied

Max Hole Opening

Concrete 18mm .
Steel 13mm Safety Exchange % Variable @ Dual- Portable
Clutch System Speed Insulation Case

Wood 30mm

21V Cordless Rotary hammer
EC

BRUSHLESS 3 T LR TTTTITTFSITIRIT ;o

MOTOR -
HANGBO

HB-BL2010
Rated Voltage 21v
No-load Speed 0-1000r/min i
Impact Times 0-4700Bpm
Impact Energy Per Stroke 2.0J
Optimum Drilling Range 6-12mm
Battery 4.0Ah
Motor 4825 Emz’m““
Max Hole Opening i
Concrete 18mm
Steel 13mm dm@ E’ @
=T Lmm @ s (€ MA 60
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ROTARY HAMMER

B DURABLE
B CONVENIENT
B MULTIFUNCTIONAL

Drill bit
Quick chuck

Depth gauge

LED work-light

4 Functions
Drilling,Hammer drilling,Chiseling
free rotation chiseling

EXYILI-ION

Forward
Reverse operation

Rubber handle
Anti-vibration
Comfortable grip

Variable speed control

ROTARY HAMMER

21V Cordless Rotary hammer

S G =< (€ MA O[O

EXYILI-ION

4 functions

OADNNVH

@ A (€ MEDT

Model HB-BL2615 HBL-2650 EC
Rated Voltage 21V 21v
No-load Speed 0-1000r/min O—llOOr/min
Impact Times 0-4450Bpm 0-4900Bpm
Impact Energy Per Stroke 3.0J 2.0J
Optimum Drilling Range 6-16mm @ 6-12mm e
Battery 4.0Ah 4.0Ah
Motor 5225 4820
Max Hole Opening
Concrete 26mm 18mm
Steel 13mm 13mm
Wood 30mm 30mm

Adjustable side handle

Ec with metal depth limiter
MOTOR

HB-BL2210

Specifications 4 functions

Rated Voltage 21v

No-load Speed 0-1150r/min

Impact Times 0-5100Bpm

Impact Energy Per Stroke 2.2)

Optimum Drilling Range 6-14mm e

Battery 4.0Ah

Motor 4825

Max Hole Opening

Concrete 20mm

Steel 13mm @ if:::ﬁ

Wood 30mm

Exchange
System

C%) Variable @ Dual- Portable
Speed Insulation Case

ROTARY HAMMER

21V Cordless Rotary hammer

EC) e A CEMADD

BXYILI-ION

4 functions

& 4 € MABDT

ROTARY HAMMER

21V Cordless Rotary hammer

EC) e e MADT

EXXILI-ION

4 functions

<
Z
2
0

6 & C€ MADT)

Model HB-BL2015 HB-BL2215
Rated Voltage 21V 21V
No-load Speed 0-1600r/min 0-1150r/min
Impact Times 0-4700Bpm 0-5100Bpm
Impact Energy Per Stroke 2.0J 2.2)
Optimum Drilling Range 6-12mm e 6-14mm e
Battery 4.0Ah 4.0Ah
Motor 4825 4825
Max Hole Opening
Concrete 20mm 20mm
Steel 13mm 13mm
Wood 30mm 30mm

Model HBL-2660 EC HBL-2810EC
Rated Voltage 21V 21v
No-load Speed 0-1400r/min 0-1050r/min
Impact Times 0-4500Bpm 0-4T00Bpm
Impact Energy Per Stroke 1.7J 2.6J
Optimum Drilling Range 6-12mm e 6-12mm e
Battery 4.0Ah 4.0Ah
Motor 4820 5020
Max Hole Opening
Concrete 18mm 22mm
Steel 13mm 13mm
Wood 30mm 30mm
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65X41 38328 4 functions

HANGBO P e L RO HAMMER T14HB-2435 SREIDFR-W
1 | ; i :‘.,‘
e A

B Clampingdesign,quick and convenient clamping.
PROFESSIONAL POWERTOOLS B Variable speed control switch, adjust the speed according to the demand.
B Theoverload clutch provides effective protection for users when bit binds.
B Antiskid soft handle, comfortable to use.
g B safety clutch design for safety work
wn
m
=
i i
©n » -
PROEESS]
OT¥
\ e
Specifications
Rated Input Power 1100W
No-load Speed 0-1300r/min
Impact Times 0-4900Bpm
Impact Energy Per Stroke 3.4)
Optimum Drilling Range 8-22mm e
Net Weight 3.4kg
Max Hole Opening
Concrete 34mm
Steel 13mm 5 HEAVY
Wood 30mm 5&‘1& (€ [nl @ I:I DUTY

-

ROTARY HAMMER Z1A-HB-3454 SE/SRE/DFR
| 65X41 [ 38/28] 4 functions

|
|
E
g |
i |
I
I
|
|
|
|
y g .
¥ u’ . .
Bew g o‘l-stop Rlng e - M Universal SDS-plus chuck with semi-automatic function.
] W Safety clutch design for safety work.

High ‘mance bearing improves stability 4 M Pneumaticimpact mechanism for effortless drilling in concrete.
and avoids oil leakage A W 360°rotatable auxiliary handle, meets different needs flexibly.
i B B Powerful motor adapt to difficult operation.

e 3
':“ 14
b R

ROTARY HAMMER Z1A-HB-3452 SRE/DFR--M
[65X41[38/28] 4 functions

Specifications

. . Rated Input Power 1100W
Specifications No-load Speed 0-1300r/min
Rated Input Power 1100W Impact Times 0-4900Bpm
No-load Speed 0-1300r/min Impact Energy Per Stroke 3.4)
Impact Times 0-4900Bpm Optimum Drilling Range 8-22mm e
Impact Energy Per Stroke 3.4) Net Weight 3.4kg
Optimum Drilling Range 8-22mm . Max Hole Opening
Net Weight 3.4kg Concrete 34mm
Max Hole Opening Steel 13mm s r'a| I:I HEAVY
Concrete 34mm Wood 30omm  lE AR = DUTY

HEAVY

w— s— 6o = (€ MA O O] RS
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| 65X41 | 38/28 ]

ROTARY HAMMER Z1A-HB-3449 SE/SRE/DFR--I ROTARY HAMMER

.
4 Functions 4 functions
Drilling,Hammer drilling,Chiseling
free rotation chiseling Forward
\ Reverse operation
o "
Drill bit Depth gauge

Quick chuck

OaONVH

o"ONVH !

Z1A-HB-3425 SRE/DFR--M Z1A-HB-3430 SRE/DFR

Adjustable side handle

Variable speed control

with metal depth limiter
Lock-on button
for continuous drilling
Specifications Rubber handle
— — T Anti-vibration /
ed Input Power "
No-load Speed 0-1300r/min Comfortablegrip /
Impact Times 0-4900Bpm
Impact Energy Per Stroke 3.4)
Optimum Drilling Range §22mm Gs m c € HEAVY
Net Weight 3.4kg P e e DUTY

Max Hole Opening

|
Concrete 34mm Safety Exchange C%D Variable @ Dual- Portable
Steel 13mm Clutch System Speed Insulation Case

Wood 30mm

ROTARY HAMMER Z1A-HB-3409 SE/SRE/DFR--1/M

B Powerful motor adapt to difficult operation.

B Oneknob with 4 functions, Drilling/ Hammer drilling/ Hammering, improve
|

]

working efficiency.
Clamping design,quick and convenient clamping.
Variable speed control switch, adjust the speed according to the demand.

Z1A-HB-3459 SE/SRE/DFR Z1A-HB-3481 SE/SRE/DFR
sl)gciﬂcaﬂons MOdel 3425.- . 3430.. . 3436- . 3453.. . 3459.-- 34811.1
Rated Input Power 1100W Rated Input Power 1100W
No-load Speed 0-1300r/min No-load Speed ) 0-1300r/min
Impact Times 0-4900Bpm Impact Times 0-4900Bpm
Impact Energy Per Stroke 34) Impact Energy Per Stroke 3.4J
Optimum Drilling Range 8-22mm e Optimum Drilling Range 8-22mm e
Net Weight 3.4kg Net Weight 3.0kg
Max Hole Opening Max Hole Opening
Concrete 34mm Concrete 34mm
Steel 13mm Steel 13mm
Wood 30mm Wood 30mm

PAGE 10 PAGE 11
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ROTARY HAMMER 20 SERIES

4 Functions
Drilling,Hammer drilling,Chiseling Forward
Reverse operation

free rotation chiseling

Drill bit

Quick chuck Depth gauge

B DURABLE
B CONVENIENT
B MULTIFUNCTIONAL

Z1A-HB-2036 SE/SRE

NH

-

QQADN

Rubber handle
Anti-vibration
Comfortable grip
prauabbihoh it -l

Variable speed control

Lock-on button
for continuous drilling

Specifications

Rated Input Power 550W \ Ac_" ustable side haf'd!e

No-load Speed 0-1700r/min A Withmgtalite e imivst

Impact Times 0-4400Bpm

Impact Energy Per Stroke 1.7J

Optimum Drilling Range 4-12mm e

Net Weight 2.3kg Gs ﬂ’& C € l“l

Max Hole Opening ERr Creesieme =t

Concrete 20mm .

Steel S Safety Exchange C.% Variable @ Dual- Portable

e = Clutch System Speed Insulation Case
00! mm

ROTARY HAMMER

2 functions

2
2
2
6

G s C€E MA O[O

Model Z1A-HB-2001 SE/SRE-M Z1A-HB-2003 SE/SRE-I
Rated Input Power 500W 600W
No-load Speed 0-1050r/min 0-1050r/min
Impact Times 0-3900Bpm 0-3900Bpm
Impact Energy Per Stroke L7) 1.9
Optimum Drilling Range 4-12mm e 4-12mm e
Net Weight 2.3kg 2.5kg
Max Hole Opening
Concrete 20mm 20mm
Steel 13mm 13mm
Wood 30mm 30mm

PAGE 12

ROTARY HAMMER

4 functions

Z1A-HB-2010 SE/SRE

OFONVH

2 functions

Z1A-HB-2012 SE/SRE

3
Z
&
0

2 functions

Z1A-HB-2021 SE/SRE-I

OIONVH

2 functions

Z1A-HB-2011 SE/SRE

HANGEO

2 functions

Z1A-HB-2015 SE/SRE

O8ONVH

4 functions

Z1A-HB-2031 SE/SRE

Model 2010... 2011... 2012... 2015...  2021... 2031...
Rated Input Power 500W 500W 550W
No-load Speed 0-1000r/min 0-1050r/min 0-1700r/min
Impact Times 0-3900Bpm 0-3900Bpm 0-4400Bpm
Impact Energy Per Stroke 1.2 1.7J 1.8J
Optimum Drilling Range 4-12mm ® 4-12mm @ 4-12mm @
Net Weight 2.3kg 2.3kg 2.3kg
Max Hole Opening
Concrete 20mm 20mm 20mm
Steel 13mm 13mm 13mm
Wood 30mm 30mm 30mm

PAGE 13
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QgONVH

4 functions
5 4 (€ MAEWD]

Model Z1A-HB-2231 SRE
Rated Input Power 600W
No-load Speed 0-1700r/min
Impact Times 0-4400Bpm
Impact Energy Per Stroke 2.2)
Optimum Drilling Range 6-16mm e
Net Weight 2.5kg
Max Hole Opening
Concrete 22mm
Steel 13mm
Wood 30mm

ROTARY HAMMER

G she (€ WE@
Model

Rated Input Power
No-load Speed

Impact Times

Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood

PAGE 14

Z1A-HB-2401 SE/SRE/DFR

ROTARY HAMMER 22/24 SERIES

4 functions

@ d (€ MABO]
Z1A-HB-2416 SRE/DFR

T80W
0-1100r/min
0-4500Bpm

2.6J
6-16mm e
2.5kg

24mm
13mm
30mm

4 functions

G & (€ MA O[O
Z1A-HB-2411 SE/SRE/DFR

620W
0-1100r/min
0-4850Bpm
2.6J
6-16mm @
2.4kg

24mm
13mm
30mm

ROTARY HAMMER

4 functions Gs

€ MSBIO]

Z
Z
2
@
o

Model Z1A-HB-2414 SRE/DFR Z1A-HB-2417 SRE/DFR Z1A-HB-2418 SRE/DFR
Rated Input Power 780W 620W
No-load Speed 0-1100r/min 0-1100r/min
Impact Times 0-4500Bpm 0-4850Bpm
Impact Energy Per Stroke 2.6 2.6J
Optimum Drilling Range 6-16mm @ 6-16mm ®
Net Weight 2.4kg 2.4kg
Max Hole Opening
Concrete 24mm 24mm
Steel 13mm 13mm
Wood 30mm 30mm

~ HANGEO =
—

}
OEONVH

I

>

z

al

w

o

Model Z1A-HB-2421 SE/SRE/DFR Z1A-HB-2430 SRE/DFR Z1A-HB-2431 SE/SRE/DFR

Rated Input Power 620W
No-load Speed 0-1100r/min
Impact Times 0-4850Bpm
Impact Energy Per Stroke 2.6J
Optimum Drilling Range 6-16mm @
Net Weight 2.4kg
Max Hole Opening
Concrete 24mm
Steel 13mm
Wood 30mm

\\\_,/ M

Model Z1A-HB-2441 SE/SRE/DFR--M Z1A-HB-2442 SRE/DFR--M Z1A-HB-2452 SRE/DFR
Rated Input Power 620W
No-load Speed 0-1100r/min
Impact Times 0-4850Bpm
Impact Energy Per Stroke 2.6J
Optimum Drilling Range 6-16mm e
Net Weight 2.4kg
Max Hole Opening
Concrete 24mm
Steel 13mm
Wood 30mm

PAGE 15
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ROTARY HAMMER D26 SERIES

HANGBO

4 Functions Rubber handle
Drilling,Hammer drilling,Chiseling, Anti-vibration
and Chisel rotation, improve working efficiency. Comfortable grip
\ \
PROFESSIONAL POWERTOOLS \\ Forward \\
Depth gauge \ Reverse operation %
\ X \ L

61X36 | 36/26

HB-D2635 SE/SRE/DFR--1/M

Specifications

Rated Input Power 780W

No-load Speed
Impact Times

Impact Energy Per Stroke

Drill bit
Quick chuck /

=

Adjustable side handle
with metal depth limiter

Variable speed control

Lock-on button
for continuous drilling

/

MABlo
i @ ke (€

W Powerful motor adapt to difficult operation. TR precueten mapactes

Optimum Drilling Range 6-18mm e B Clamping design,quick and convenient clamping.

Net Weight 2.9kg M Variable speed control switch, adjust the speed according to the demand.
Max Hole Opening M Forward / reverse button, forward / backward freely.

Concrete 26mm B The overload clutch provides effective protection for users when bit binds.
Steel 13mm M Antiskid soft handle, comfortable to use.

Wood 30mm

ROTARY HAMMER

Z1A-HB-D2640 SRE/DFR--M

61X36 | 36/26 4 functions

Specifications

Rated Input Power 780W

No-load Speed 0-1250r/min T

Impact Times 0-4700Bpm >

Impact Energy Per Stroke 2.8) Z

Optimum Drilling Range 6-18mm @ g

Net Weight 2.6kg 0

Max Hole Opening

Concrete 26mm

Steel 13mm Gs y f— | :

Wood 30mm = A ( € m E \QI
PAGE 16

ROTARY HAMMER Z1A-HB-D2652 SRE/DFR--M

61X36 | 36/26 4 functions

M Powerful motor adapt to difficult operation.

M Oneknob with 4 functions, Drilling/ Hammer drilling/ Hammering, improve
working efficiency.

M Clamping design,quick and convenient clamping.

B Variable speed control switch, adjust the speed according to the demand.

Specifications

Rated Input Power 780W
No-load Speed 0-1250r/min
Impact Times 0-4700Bpm
Impact Energy Per Stroke 2.8J
Optimum Drilling Range 6-18mm @
Net Weight 2.6kg
Max Hole Opening

Concrete 26mm
Steel 13mm
Wood 30mm Gg hd‘g’ c€ m[ﬁ‘ @ I:I

ROTARY HAMMER

M The overload clutch provides effective protection for users when bit binds.

B Antiskid soft handle, comfortable to use.

M 360°rotatable auxiliary handle, meets different needs flexibly.

M Efficientand smart air cooling system, efficiently extend the life of the motor.
M Safety clutch design for safety work

Z1A-HB-D2653 SRE/DFR--I
4 functions

Specifications

Rated Input Power 780W

No-load Speed 0-1250r/min

Impact Times 0-4700Bpm

Impact Energy Per Stroke 2.8J

Optimum Drilling Range 6-18mm e

Net Weight 2.6kg

Max Hole Opening

Concrete 26mm

Steel 13mm

Wood 30mm 1 G% @;Q ( € [ﬁl Iﬁ] @ D

PAGE 17
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ROTARY HAMMER ROTARY HAMMER

g §
3 N~ M
z :
% % Model Z1A-HB-D2625 SRE/DFR--M  Z1A-HB-D2630 SE/SRE/DFR--M Z1A-HB-D2632 SRE/DFR
= 8 aO, Rated Input Power 780W 780W
iy e No-load Speed 0-1250r/min 0-1050r/min
e Gs 5"‘.‘9 (€ N M @ Gs ‘EL‘",C (€ Impact Times 0-4700Bpm 0-4700Bpm
1 ctE Per Strok 2.8 2.8
Z1A-HB-D2612 SE/SRE/DFR--M Z1A-HB-D2613 SE/DFR--M e e 28 __ 281 __
Net Weight 2.9kg 2.6kg
Max Hole Opening
Concrete 26mm 26mm
Steel 13mm 13mm
Wood 30mm 30mm

I
S I
b Q 2
g &
G~s 5&3 (€ Model Z1A-HB-D2633 SE/SRE/DFR Z1A-HB-D2637 SRE/DFR Z1A-HB-D2639 SRE/DFR--M
Z1A-HB-D2614 SRE/DFR Z1A-HB-D2615 SE/DFR :
Rated Input Power 780W
No-load Speed 0-1250r/min
Impact Times 0-4700Bpm
Impact Energy Per Stroke 2.8J
Optimum Drilling Range 6-18mm e
Net Weight 2.6kg
Max Hole Opening
Concrete 26mm
Steel 13mm
Wood 30mm

’ z
2 7
% 8
- 0
C — "M 0
G e (€ G A (€
Z1A-HB-D2616 SE/SRE/DFR--C/M Z1A-HB-D2618 SRE/DFR
Model D2612... D2613... D2614... D2615... D2616... D2618... Model Z1A-HB-D2642 SRE/DFR Z1A-HB-D2654 SRE/DFR
Rated Input Power 780W Rated Input Power 780W 780W
No-load Speed B 0-1250r/min No-load Speed 0-1250r/min 0-1250r/min
Impact Times 0-4700Bpm Impact Times 0-4700Bpm 0-4700Bpm
Impact Energy Per Stroke 2.8J Impact Energy Per Stroke 2.8J 2.8]
Optimum Drilling Range 6-18mm @ Optimum Drilling Range 6-18mm e 6-18mm @
Net Weight 2.6kg Net Weight 2.9kg 2.6kg
Max Hole Opening Max Hole Opening
Concrete 26mm Concrete 26mm 26mm
Steel 13mm Steel 13mm 13mm
Wood 30mm Wood 30mm 30mm

PAGE 18 PAGE 19
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Specifications

Rated Input Power
No-load Speed

Impact Times

Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood

Specifications

Rated Input Power
No-load Speed

Impact Times

Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood
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[ 61X41[33/26] 4 functions
Z1A-HB-2672 SRE/DFR

[ 61X41[33/26] 4 functions

Z1A-HB-2600 SE/SRE/DFR--M

soow
0-1250r/min
0-4900Bpm
3.0
6-18mm e
3.6kg

6 o (€ MA 6D

26mm
13mm
30mm

800W
0-1250r/min
0-4900Bpm
3.0J
6-18mm @
2.6kg

@
~ M
26mm

L3mm @ @5 s (€ MAO/[D]

30mm

QADNVH

ROTARY HAMMER
[61x41[33/26] 4 functions

Specifications

Rated Input Power
No-load Speed

Impact Times

Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood

Quick chuck

Z1A-HB-2609 SE/SRE/DFR--I/M

4 Functions Rubber handle
Drilling,Hammer drilling,Chiseling,and Chisel rotation, Anti-vibration
improve working efficiency. Comfortable grip
E—
\
\ \

Depth gauge A\

Variable speed control

Lock-on button
for continuous drilling

800W
0-1250r/min
0-4900Bpm
3.04
6-18mm e
2.6kg

Adjustable side handle
\ with metal depth limiter

> e (€ MAE B[O

26mm )

13 Safety Exchange % Variable @ Dual- Portable
— Clutch System Speed Insulation Case

30mm

ROTARY HAMMER 4 functions

s I

b
2 z
g @
0 (o]

@ @S s C€ MA O[O

Model

Rated Input Power
No-load Speed

Impact Times

Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood

6o s (€ MAO)[O]

Z1A-HB-2601 SE/SRE/DFR Z1A-HB-2602 SE/SRE/DFR

800W
0-1250r/min
0-4900Bpm
3.0J
6-18mm e
2.6kg

26mm
13mm
30mm
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61X41 | 33/26

ROTARY HAMMER Z1A-HB-2632 SRE/DFR ROTARY HAMMER +functins G e (€ M G(6)[T

61X41 | 33/26
4 Functions
Drilling,Hammer drilling,Chiseling
free rotation chiseling Forward
\ Reverse operation
\
\ .

Depth gauge
Drill bit ekl o,

Quick chuck

:
Z
&
o

Adjustable side handle

Variable speed control
with metal depth limiter

Lock-on button
for continuous drilling

Specifications

Rated Input Power 800W

No-load Speed 0-1250r/min

Impact Times 0-4900Bpm

Impact Energy Per Stroke 3.0J m (€ m [a] @ D I
Optimum Drilling Range 6-18mm e e Z
Net Weight 2.6kg a
Max Hole Opening B Lock on switch and ergonomic handle with soft grip. 5
Concrete 26mm B 360 degree D shape rotating auxiliary handle.

Steel 13mm B High strength aluminum alloy gear box provides strong power.

Wood 30mm

ROTARY HAM M ER | 61x41[33/26] 4 functions

Z
2
@
o

z
Z
2
0

6 = C€E MA OO G s (€ MA O[T (@ Z1A-HB-2607 SE/SRE/DFR Z1A-HB-2608 SE/SRE/DFR

Model Z1A-HB-2603 SE/SRE/DFR Z1A-HB-2603A SE/SRE/DFR Model 2604... 2605... 2606... 2606A... 2607... 2608...
Rated Input Power 800W Rated Input Power 800W 800W
No-load Speed ) 0-1250r/min No-load Speed ' 0-1250r/min ~ 0-1250r/min
Impact Times 0-4900Bpm Impact Times 0-4900Bpm 0-4900Bpm
Impact Energy Per Stroke 3.0J Impact Energy Per Stroke 3.0J 3.0J
Optimum Drilling Range 6-18mm @ Optimum Drilling Range 6-18mm @ 6-18mm ®
Net Weight 2.6kg Net Weight 2.6kg 2.8kg
Max Hole Opening Max Hole Opening
Concrete 26mm Concrete 26mm 26mm
Steel 13mm Steel 13mm 13mm
Wood 30mm Wood 30mm 30mm
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61X41 | 33/26 61X41 | 33/26

ROTARY HAMMER +functions G e (€ M S(6)[0] ROTARY HAMMER +functins G e (€ M S ([O)[O]

I T o
2 Z Z
] z %
@ a &
2] ] 0

Z1A-HB-2611 SRE Z1A-HB-2612 SE/SRE/DFR Z1A-HB-2620 SE/SRE--M Z1A-HB-2621 SE/DFR

OgHNVH
O[DNVH

Z1A-HB-2622 SE/DFR Z1A-HB-2623 SE/SRE/DFR--C

OgONVH

>
4
Fa)
o
(o]

Q/ONVH
QIONVH

o
N R
‘ “»;"-;
@
(I —

Z1A-HB-2618 SRE/DFR Z1A-HB-2619 SRE/DFR Z1A-HB-2624 SE/DFR--I/M Z1A-HB-2625 SRE/DFR--1/M
Model 2611... 2612... 2613... 2616... 2618... 2619... Model 2620... 2621... 2622... 2623... 2624... 2625...
Rated Input Power ) 800W 800w Rated Input Power B 800W
No-load Speed 0-1200r/min 0-1250r/min No-load Speed 0-1250r/min
Impact Times 0-4600Bpm 0-4900Bpm Impact Times 0-4900Bpm
Impact Energy Per Stroke 3.0J 3.0 Impact Energy Per Stroke 3.0J
Optimum Drilling Range 6-18mm @ 6-18mm @ Optimum Drilling Range 6-18mm @
Net Weight 2.5kg 2.6kg Net Weight 2.6kg
Max Hole Opening Max Hole Opening
Concrete 26mm 26mm Concrete 26mm
Steel 13mm 13mm Steel 13mm
Wood 30mm 30mm Wood 30mm
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61X41 | 33/26 61X41 | 33/26

ROTARY HAMMER +functions G e (€ M S(6)[0] ROTARY HAMMER +functins G e (€ M S ([O)[O]

OAONVH
OAONNIH

Z1A-HB-2626 SE/DFR Z1A-HB-2627 SE/DFR

QaDHNVH

P
gk g |

Z1A-HB-2630 SE/SRE/DFR--M Z1A-HB-2638 SE

2
z
[
6

QADNVH
QRONVH

Z1A-HB-2631 SRE/DFR--M Z1A-HB-2633 SRE/DFR Z1A-HB-2640 SRE/DFR--M Z1A-HB-2641 SE/SRE/DFR
MOdEl 2626.-' 2627- .e 262800 . 2630- oe 2,631Qb=o 2633&.'6 MOdel 2635--. 2637-&- 2638. .e 2639.- . .26_40.- . 26_4'1-1-
Rated Input Power 800W Rated Input Power 800W
No-load Speed 0-1250r/min No-load Speed 0-1250r/min
Impact Times 0-4900Bpm Impact Times 0-4900Bpm
Impact Energy Per Stroke 3.0J Impact Energy Per Stroke 3.0J
Optimum Drilling Range 6-18mm e Optimum Drilling Range 6-18mm @
Net Weight 2.6kg Net Weight 2.6kg
Max Hole Opening Max Hole Opening
Concrete 26mm Concrete 26mm
Steel 13mm Steel 13mm
Wood 30mm Wood 30mm
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ROTARY HAMMER +functions G e (€ M S(6)[0] ROTARY HAMMER +functins G e (€ M S ([O)[O]

Z1A-HB-2643 SE Z1A-HB-2654 SE/SRE/DFR

N~ M

Z1A-HB-2646 SE/SRE/DFR--M Z1A-HB-2649 SE/SRE/DFR--I Z1A-HB-2657 SE Z1A-HB-2658 SE/SRE/DFR

L
%
-
(o]

Z1A-HB-2652 SE/SRE/DFR--M Z1A-HB-2653 SE/SRE/DFR--I Z1A-HB-2659 SE/SRE/DFR Z1A-HB-2667 SE/SRE/DFR
MOdel 2642‘-.’ 2643- ee 2645%0'- 2649-.1 2652nu’o 26_5.3'-.. MOdel 2654- .o 2655.t't 26570'.'- 2658.-: .265_9.0-1 2667-#0
Rated Input Power 800W Rated Input Power 800W
No-load Speed 0-1250r/min No-load Speed 0-1250r/min
Impact Times 0-4900Bpm Impact Times 0-4900Bpm
Impact Energy Per Stroke 3.0J Impact Energy Per Stroke 3.0J
Optimum Drilling Range 6-18mm e Optimum Drilling Range 6-18mm @
Net Weight 2.6kg Net Weight 2.6kg
Max Hole Opening Max Hole Opening
Concrete 26mm Concrete 26mm
Steel 13mm Steel 13mm
Wood 30mm Wood 30mm
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ROTARY HAMMER Z1A-HB-2837 SRE/DFR

HANGBO

PROFESSIONAL POWERTOOLS
4 Functions
Drilling,Hammer drilling,Chiseling Forward
free rotation chiseling Reverse operation
Drill bit \
Quick chuck Depth gauge

HEAVY
DUTY

N
o
wn
m
=
m
wn

Variable speed control

Lock-on button
for continuous drilling

PROFESSIONAL | _ ‘Specifications
- Rated Input Power 850W Adjustable side handle
ROTARY HAM M E R No-load Speed 0-1300r/min B with metal depth limiter
— I Impact Times 0-5100Bpm <
I N D UST R IAL G RAD E y Impact Energy Per Stroke 3.2)
. Optimum Drilling Range 6-20mm e m HDEUATVYY
b ‘ Net Weight 2.9k
HB-2832 SRE W ¥ Max Holi Opening ;
| : Cartciats 2B Safety Exchange Variable Dual- Portable
Steel 13mm Clutch System % Speed @ Insulation lé, Case
Wood 30mm

ROTARY HAMMER AN

Convenient for upward applications:
Due to light weight & well-balanced design

ROTARY HAMMER Z1A-HB-2801 SE/SRE/DFR--I

4 functions 61X36 | 38/28

G s CE MA O[O G 4 (€ MS (O[O

Specifications Model Z1A-HB-2816 SE/SRE/DFR--C Z1A-HB-2818 SRE/DFR--M
Rated Input Power 850W Rated Input Power 850w
No-load Speed 0-1300r/min No-load Speed 0-1300r/min
Impact Times 0-5100Bpm Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.2) Impact Energy Per Stroke 3.2)
Optimum Drilling Range 6-20mm ® Optimum Drilling Range 6-20mm @
Net Weight 2.9kg Net Weight 2.9kg
Max Hole Opening / Max Hole Opening
Concrete 28mm K Concrete 28mm
Steel 13mm 1 ‘ HEAVY Steel 13mm
oo 6® < (€ ME O] EHER o
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ROTARY HAMMER

61X36 | 38/28
4 functions

OQDNVH

G° st (€ MA 0[O

Model Z1A-HB-2830 SE/SRE/DFR Z1A-HB-2832 SRE/DFR
Rated Input Power 850w
No-load Speed 0-1300r/min
Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.2
Optimum Drilling Range 6-20mm e
Net Weight 2.9kg
Max Hole Opening
Concrete 28mm
Steel 13mm
Wood 30mm

ROTARY HAMMER

38/28 4 functions

O/DNVH

INDUSTRIAL GRADE

G° s (€ MA O[O

Model

GS s (€ MA O[O

Z1A-HB-2833 SE/SRE/DFR Z1A-HB-2835 SE/SRE/DFR--IM

61X36 | 38/28

ROTARY HAMMER

.
S~ M

Z1A-HB-2840 SRE/DFR--M

Z1A-HB-2852 SRE/DFR--M

Z1A-HB-2853 SRE/DFR--I

Z1A-HB-2854 SRE/DFR

Rated Input Power 850W
No-load Qpeed (')-—"i?,f)br,"min
Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.2J
Optimum Drilling Range 6-20mm e
Net Weight 2.9kg
Max Hole Opening

Concrete 28mm
Steel 13mm
Wood 30mm

PAGE 32

Model 2839... 2840... 2842... 2852...  2853... 2854...
Rated Input Power 850W
No-load Speed 0-1300r/min
Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.2)
Optimum Drilling Range 6-20mm e
Net Weight 2.9kg
Max Hole Opening
Concrete 28mm
Steel 13mm
Wood 30mm
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HANGBO /l/:*° T

PROFESSIONAL POWERTOOLS
4 Functions

Drilling,Hammer drilling,Chiseling Forward
free rotation chiseling Reverse operation
_ ey
\
Depth gauge

Drill bit
Quick chuck

w
=3
(72
m
=
m
wn

STRONGER

ENLARGED PISTON
ELONGATED ROTOR SLEEVE

« MOTOR IN GREAT POWER | GIVES STRONG POWER

» SAFETY CLUTCH SYSTEM | GUARANTEES THE SAFETY

« DOUBLE INSULATION HOUSING |/ PROTECTS USER'S SECURITY
+ STRONG DRIVING FORCE | DEMOLISHES QUICKLY

« CYLINDER HAMMERING /| MORE POWERFUL

Variable speed control

Lock-on button
for continuous drilling

Rubber handle

Specifications Anti-vibration /
Rated Input Power 900W Somiforiablezrp
: : j . No-load Speed 0-1200r/min Adjustable side handle
Vi LR~ ' Impact Times 0-5100Bpm A1 with metal depth limiter
- : v R . Impact Energy Per Stroke 3.3J :
I_' G ' ..DE > - N < Optimum Drilling Range 8-22mm e
RA Lo RN Net Weight 2.9kg HEAVY
> 1 i g P N £ Max Hole Opening puTY
e o i ; o LR Concrete 30mm
o C€ MAO)D
Mree O e

ROTARY HAMMER 4 functions

ROTARY HAMMER |

QADNVH

4 functions \ e
( ~ Q = —?
k I \ I~ M
62 o (€ MEOI[0] 6® = (€ MA0)0) i
SperEaHaT Model Z1A-HB-3003 SE/SRE/DFR--1  Z1A-HB-3009 SE/SRE/DFR--1/M
Rated Input Power 900W Rated Input Power 900w
No-load Speed 0-1200r/min ac No-load Speed 0-1200r/min
Impact Times 0-5100Bpm > Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.3J Z Impact Energy Per Stroke 3.3J
Optimum Drilling Range 8-22mm e g Optimum Drilling Range 8-22mm e
Net Weight ) 2.9kg e} Net Weight . 2.9kg
Max Hole Opening | Max Hole Opening
Concrete 30mm 3 Concrete 30mm
| J—
Steel 13mm 4 HEAVY Steel 13mm
=\

oo © 6 < (€ MEO/[0) B eos
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61X41 | 38/28 61X41 | 38/28

ROTARY HAMMER fnd * fnctions G che (€ M (0)[T] ROTARY HAMMER

& I\

o R R

. G
i

+ HAMMERDRILL

HANGBO I
e

. =
P e 3 &
wc : M M
Z1A-HB-3016SE/SRE/DFR--C Z1A-HB-3018 SRE/DFR--M Z1A-HB-3032 SE/SRE/DFR Z1A-HB-3033 SE/SRE/DFR--M

Z1A-HB-3024 SE/DFR--M Z1A-HB-3025 SRE/DFR--M

Z1A-HB-3029 SRE/DFR--M Z1A-HB-3030 SE/SRE/DFR Z1A-HB-3038 SE Z1A-HB-3039 SRE/DFR--M
Model 3016... 3018... 3024... 3025... 3029... 3030... Model 3032...  3033... | 3035... 3037...  3038... 3039...
Rated Input Power 900W Rated Input Power 900w
No-load Speed 0-1200r/min No-load Speed 0-1200r/min
Impact Times 0-5100Bpm Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.3J Impact Energy Per Stroke 3.3J
Optimum Drilling Range 8-22mm e Optimum Drilling Range 8-22mm e
Net Weight 2.9kg Net Weight 2.9kg
Max Hole Opening Max Hole Opening
Concrete 30mm Concrete 30mm
Steel 13mm Steel 13mm
Wood 30mm Wood 30mm
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61X41 | 38/28 61X41 | 38/28

ROTARY HAMMER ROTARY HAMMER

Z1A-HB-3054 SE/SRE/DFR

-~ M

Z1A-HB-3046 SE/SRE/DFR--M Z1A-HB-3049 SE/SRE/DFR--I Z1A-HB-3057 SE Z1A-HB-3059 SE/SRE/DFR

®

Z1A-HB-3051 SE--| Z1A-HB-3053 SE/SRE/DFR--1 Z1A-HB-3067 SE/SRE/DFR--M Z1A-HB-3081 SE/SRE/DFR
MOdel 3040-'to 3042- ee BMGDOu 3_049001' 3051nu’o _3_05.3'-.. MOdel 3_054"0! 3055.tt 30570'.'- 3059.-i 3067.-; 3081-#0
Rated Input Power 900W Rated Input Power 900w
No-load Speed 0-1200r/min No-load Speed 0-1200r/min
Impact Times 0-5100Bpm Impact Times 0-5100Bpm
Impact Energy Per Stroke 3.3 Impact Energy Per Stroke 3.3)
Optimum Drilling Range 8-22mm e Optimum Drilling Range 8-22mm e
Net Weight 2.9kg Net Weight 2.9kg
Max Hole Opening Max Hole Opening
Concrete 30mm Concrete 30mm
Steel 13mm Steel 13mm
Wood 30mm Wood 30mm
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PROFESSIO

4 functions 65X41 | 33/26

Rated Input Power
No-load Speed
Impact Times
Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood

PAGE 40

0-1300r/min
0-4900Bpm
3.3J
8-22mm
3.2kg

32mm
13mm
30mm

ROTARY HAMMER Z1A-HB-3263 SRE/DFR

4 functions 65X41 | 33/26

4 Functions
Drilling,Hammer drilling,Chiseling

free rotation chiseling Forward

Reverse operation

Drill bit

Quick chuck Depth gauge

Variable speed control

Lock-on button
for continuous drilling

Rubber handle

Rated Input Power 1000W Anti-vibration

No-load Speed 0-1200r/min Comfortable grip

Impact Times 0-4900Bpm Adjustable side handle

Impact Energy Per Stroke 3.3 with metal depth limiter

Optimum Drilling Range 822mm e Gs m ( €

Net Weight 3.2kg DEM  reduesen tepeot

Max Hole Opening

Concrete iy Safety Exchange Variable Dual- Portable

Steel 13mm Clutch Q System Speed Insulation Case

Wood 30mm

Features:

B Powerful motor adapt to difficult operation. B Forward /reverse button, forward / backward freely.

B One knob with 4 functions, Drilling/ Hammer drilling/ B The overload clutch provides effective protection for users when
Hammering, improve working efficiency. bit binds.

M Clampingdesign,quick and convenient clamping. W Antiskid soft handle, comfortable to use.

B Variable speed control switch, adjust the speed according to the B 360°rotatable auxiliary handle, meets different needs flexibly.
demand. W Efficient and smart air cooling system, efficiently extend the life

of the motor.

4 functions 65X41 | 33/26

Rated Input Power
No-load Speed
Impact Times
Impact Energy Per Stroke
Optimum Drilling Range
Net Weight

Max Hole Opening
Concrete

Steel

Wood

1000W
0-1200r/min
0-4900Bpm
3.3J
8-22mm L
3.0kg

32mm

13mm G:s o (6 WB@@

30mm
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ROTARY HAMMER Z1A-HB-3236 SRE/DFR--1/M ROTARY HAMMER 4 functions [ 1 65 e (€ MAO)[D]

4 functions | 65X41 | 33/26

4 Functions
Drilling,Hammer drilling,Chiseling =
free rotation chiseling Forward —
\ Reverse operation - HANGBO
Depth gauge % \ ’

Drill bit i

Quick chuck /

Adjustable side handle
with metal depth limiter

Variable speed control

Lock-on button
for continuous drilling

Rubber handle
specifications Anti-vibration //
Comfortable grip /
Rated Input Power 1000W
No-load Speed 0-1300r/min
Impact Times 0-4900Bpm
Impact Energy Per Stroke 3.3J [ \
Optimum Drilling Range 8-22mm e \
Net Weight 3.2kg 1

Max Hole Opening

Concrete 32mm Safety Exchange C%D Variable @ Dual- Portable E Y
Steel 13mm Clutch System Speed Insulation Case e

Wood S Z1A-HB-3252 SRE/DFR--M

ROTARY HAMMER 4 functions

I I
Z >
Z Z
g "
y o

6 = C€E MA OO S@M G s (€ MA BT Z1A-HB-3254 SE/SRE/DFR Z1A-HB-3259 SE/SRE/DFR

Model Z1A-HB-3221 SE/SRE/DFR Z1A-HB-3230 SRE/DFR--M Model 3235... 3249.. 3252.. 3253.. 3254..  3259...
Rated Input Power 1000W 1000W Rated Input Power 1000W 1000W
No-load Speed 0-1300r/min 0-1300r/min No-load Speed ' 0-1300r/min ) '0-1300r/min
Impact Times 0-4900Bpm 0-4900Bpm Impact Times 0-4900Bpm 0-4900Bpm
Impact Energy Per Stroke 3.3J 3.3) Impact Energy Per Stroke 3.3J 3.3
Optimum Drilling Range 8-22mm e 8-22mm e Optimum Drilling Range 8-22mm e 8-22mm @
Net Weight 2.6kg 3.0kg Net Weight 3.0kg 3.2kg
Max Hole Opening Max Hole Opening
Concrete 32mm 32mm Concrete 32mm 32Zmm
Steel 13mm 13mm Steel 13mm 13mm
Wood 30mm 30mm Wood 30mm 30mm
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ROTARY HAMMER
QUICK CHANGE CHUCK

ROTARY HAMMER Professional Power tools

Alternating current (AC) hammer performance overview

Rated Impact Optimum Product Features
Functions Drill Capacity No-load Speed Impact Times f HEAVY
Model Input Power ; Joules Drilling Range
(Fn) (mm) W) (r/min) (.../min) (J) (mm) puTY Safety Clutch Drilling Hammer Drilling Chiseling CONVE RSION OF DRILL CH UCK
20 SERIES 2 20 500 0-1050 0-3900 1t iz S— @) e 4] ] ®
20 SERIES 4 20 550 0-1700 0-3900 1.7 it — @) ® o ® ®
22 SERIES 4 22 600 0-1700 0-4400 22 R O L L J L L
24 SERIES 4 24 620 0-1100 0-4850 2.6 /L C Q o [ @
D26 SERIES 4 26 780 0-1250 0-4700 2.8 i @) ® ® ® ®
26 SERIES 4 26 800 0-1250 0-4900 3.0 O O o [ ] e [ ]
28 SERIES 4 28 850 0-1300 0-5100 3.2 iy — @ a o o o
30 SERIES 4 30 900 0-1200 0-5100 3.3 mUEEL ® 5] @ [ [
32 SERIES 4 32 1000 0-1300 0-4900 3.3 1 — @) ® ® ® ®
34 SERIES 4 34 1100 0-1300 0-4900 3.4 RS, & o o @ [ ]

Hammer
drilling

Co RDLESS ROTAR AM MER Professional Power tools

Direct current (DC) hammer performance overview

AVARIETY OF DRILL CHUCK
. . . Impact Optimum Product Features
Model Fulz:tnl;ms Drill(:ar::'atlty \Io:‘t’a)g! No—l(t:;: i?‘;)med Im}:ajﬂ;ges Joules  Drilling Range —
e J) {mm) Safety Clutch Drilling Drilling Chiseling “[H%0 © Ulull'.lfl?gllt
HBL-2630 4 18 21 0-960 0-4260 2.6 mmmmE—] ) ® o ) O ® FUNCTIONS
HB-BL2003 4 18 21 0-1400 0-4500 O R ® ® ® @ ) ®
HB-BL2010 4 20 21 0-1000 0-4700 2.0 fmmmmr——) ® ® ° °® ® ®
HB-BL2015 4 20 21 0-1600 0-4700 2.0 e [ ] @ [ ] [ ] o ]
HB-BL2210 4 20 21 0-1150 0-5100 22 ) @ © ® ® ® O
2 Functions 4 Functions
HB-BL2215 4 20 21 0-1150 0-5100 22 O, [ ] ® [ ] ® ® ® Model selectiong lenob Drilling,Hammer drilling,Chiseling
HB-BL2615 4 26 21 0-1100 0-4450 3.0 T ——, @ ® ® o ® ® Drilling,Hammer drilling free rotation chiseling
HBL-2650EC 4 18 21 0-1100 0-4900 2.0 mmmm— ® o [ 8 o o 0 .=
H "
HBL-2660EC 4 18 21 0-1400 0-4500 1.7 ® o o) ® ® o) Drilling o =
1 For hammerdrillingin -
HBL-2810EC 4 22 21 0-1050 0-4700 2.6  Jmmm—) ® ™ ® Y ® 0 concrete and stone H [
HB-BL2815 4 28 21 0-1000 0-4450 32 mmm——, @ & ) e o ®
0 g
In concrete drilling, when the drill bit hits the steel bar and gets stuck, the For drilling in steel or . ‘J_
Safety clutch safety clutch starts instantly to prevent the power from continuing to be 1 wood, for driving screws & i
transmitted to the drill bit. That helps to prevent the machine from being and cutting threads.
reversed and cause injury to the user or damage to the machine. .
il P
For adjusting the 3
: B i . -
chiseling position i 1
e - (Vario-Lock)
, _AUTO S E ' - =
OVERLOAD SAFETY STOP yi 2 o = . LI
N Extra user safety £ " ; . W i For chiseling o
-
Safety clutch for all HANGBO rotary hammers i "

Chiseling
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